
 
 

Winchester 12 Ga. 2 ¾” 9 pellets 00 Buck - Low Recoil 
 

 Symbol: RA12005 – Winchester Ranger Buckshot Low Recoil load 
 
 Shellcase: 12 Ga. 2 ¾” Zinc Plated Low Steel Head, Red Plastic Tube 
 
 Shot: 9 pellets 00 buckshot 
 
 Powder: Clean burning, low flash 
 
 Primer: Winchester non-corrosive battery cup primer 
 
 Patterns: % pellets in 30 inch circle at 40 yards using a full choke barrel 
  Product Mean = 99% 
  Minimum Average = 90% (5 shots) 
    
 Velocity: 1,145 ft/sec (349 m/s) nominal at 3 ft (0.9 m) 

Fired in a 30 inch (76 cm) standard SAAMI test barrel 
 
 Energy: 1335 ft-lb (1810 joules) 
 
 Pressure: 11,500 psi maximum average (793 bars) 
 
 Waterproofing: Applied to joint between the primer cup and battery cup 
 

NOMINAL DIMENSIONS SHOWN
EXCEPT AS NOTED

RA12005

REF. WI380

2.340 (59.44)
LOADED LENGTH

.880 (22.35)

2.740 (69.60)
HEADED LENGTH

LACQUER APPLIED TO 
JOINT BETWEEN PRIMER 
CUP AND BATTERY CUP

6 SEGMENT CRIMP

WITH CENTER SEAL

.809 (20.55)
MAX. DIA.

.799 (20.29)
MAX. DIA.
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